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Your Kit Includes: 
 
 

Installation Instructions  

-1 Left (Driver) 

 

Included with Assembly: 
(1) 9/64” Hex Key  
 
(1) Warranty registration card 
 
Additional Tools Needed: 

Philips Screwdriver  
(Not  Included) 

* Product images are for illustrative purposes only and may differ from the actual product.  

-2 Right (Passenger) 

Safety Systems May be Affected 
 
Installation of aftermarket sunvisor parts on your vehicle requires relocation or replacement of factory equipment, 
which are used as part of the safety system in your vehicle. Rosen Sunvisor Systems, LLC (“ROSEN”) does not com-
plete safety testing related to the effect of relocation/replacement of equipment and is unable to predict how such 
change may affect the functionality of the vehicle’s safety system. Your vehicle’s original equipment are important 
components of your vehicle’s safety system, often playing a significant role in the crashworthiness of the vehicle, when 
involved in a collision. ROSEN does not conduct or complete safety testing regarding the effect of new aftermarket 
parts’ impact on the crashworthiness of vehicles, including parts that ROSEN manufactures directly.  
 
Purchaser agrees to indemnify Owl and Rosen against any claim in the event the safety systems are adversely affect-
ed or do not function as intended. It is the responsibility of the purchaser to comply with all local and national laws re-
garding making changes to the safety equipment of the vehicle.  
 
CUSTOMERS OF AFTERMARKET PARTS INCLUDING ROSEN SUNVISORS ASSUME ALL RISK AND LIABILITY 
RELATED TO MAKING THESE CHANGES TO THEIR VEHICLE. IT IS THE RESPONSIBILITY OF THE CUSTOMER 
TO INFORM ALL OCCUPANTS OF THE APPLICABLE VEHICLE OF THE CHANGES MADE TO THE SAFETY SYS-
TEM, INCLUDING PROSPECTIVE BUYERS. THE CUSTOMER ALSO ASSUMES ALL RISKS AND LIABILITY FOR 
ANY OTHER VEHICLES OR OCCUPANTS OF SUCH VEHICLES INVOLVED IN A POTENTIAL COLLISION OR 
ANY RELATED INCIDENT WITH A VEHICLE CONTAINING A MODIFICATION TO ITS SAFETY SYSTEM, INCLUD-
ING AFTERMARKET SUNVISORS MADE BY ROSEN AND INSTALLED BY THE CUSTOMER OR ANY OTHER EN-
TITY. 
 
ALL LIABILITY FOR THE FUNCTIONALITY OF THE SAFETY SYSTEM FOR SUCH VEHICLES SHALL IN ALL IN-
STANCES FALL SOLELY WITH CUSTOMER AND/OR THE ORIGINAL EQUIPMENT MANUFACTURER AND 
ROSEN HEREBY EXPRESSLY DISCLAIMS ANY LIABILITY RELATED THERETO. IT IS THE RESPONSIBILITY OF 
CUSTOMER TO COMPLY WITH ALL LOCAL, STATE AND FEDERAL LAWS OR OTHER REQUIREMENTS RE-
GARDING MAKING CHANGES TO THE SAFETY EQUIPMENT OF THE VEHICLE. CUSTOMER UNDERSTANDS 
THAT ANY MODIFICATION TO THE SAFETY EQUIPMENT OF A VEHICLE ARE PERFORMED AT CUSTOMER’S 
SOLE RISK. 

 WARNING PLEASE READ BEFORE INSTALLING 
SUNVISORS INTO THE VEHICLE. 

One of the following part numbers for INEOS Grenadier: 
 R1525500-0XXX Both Left and Right sides 
 R1525500-1XXX Left side 
 R1525500-1XXX Right side 
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 ADJUSTMENTS 

 MAINTENANCE 

Steps Installation Instructions 
Remove visor assembly from the box and lay on a flat 
surface. Visors will be installed with the knob facing 
towards the user when deployed.  
Do not remove the protective paper cover until instal-
lation is complete.  

1 

Use Philips screwdriver to remove the factory visors and retainer 
clip from headliner. 
Do not discard screws as they will be used to install new visor. 2 

3 

4 

Install new visors and cover plate using 
factory screws. 
Protective paper may now be removed. 

9/64” Hex Key 

9/64” Hex Key 9/64” Hex Key 

3) Visor Flip/Stow 

Your new visor was adjusted at the factory for optimal use. Periodically you may need to adjust  
tension points until the visor feels secure, but is still maneuverable. Do not over tighten joints, 
which may cause visor damage.  Keep hex key for future adjustments. 

2) Visor Tilt   1) Visor Rotation   

4) Loosen black knob to slide lens. Tighten to 
hold position. Collapse slide and tighten knob 
before stowing visor. 

 Clean lenses with mild soap & water or Rosen Lens Cleaner (PN R9000500). 
 Do not use ammonia-based products or abrasives to clean lenses. 
 Use a lint free or microfiber cloth. 
 Check the tension of the pivot joints periodically and tighten if necessary. 
 Stow sunvisor when not in use to prolong lens life. 

5 

-2 Right Side  


