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MU2 Monorail Sunvisor System 

 
      Drawing List 
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Drawing  
 

Replaces 
 

Description
 

Rev. 
1700000-001  Complete Monorail System G 
  1700100-001  Monorail Assembly E 
    1700101  MU2 Monorail E 
    1700103  Aft Bracket D 
    1700104  Front Bracket C 
1700106  Airspeed Limitations Placard (defined in Pilots 

Operating Handbook), Windshield Center Post 
Location 

             F (see note) 
 

    
1700200-001 R1700200-001 Visor Assembly E 
     1700201  Lens D 
     1120203 R1120203 Swivel, Clamping Block N 
     1110202 R1110202 Swivel Nut Plate C 
     1120000-001  Complete Clamping Block Assembly J 
       1120101-001  Standard Nut Plate K 
       1120102-001  Clamping Block Body K 
       1120104 R1120104-002 Thumb Knob – Standard K 
    
   
1700105  Cover Plate C
   
9041-0170-001  Installation Instructions D
   
   
  NOTE: Placard is specific for each make, model 

and modification status and its information and 
design will be controlled by a representative of 
the OEM TC holder and supplied by the same as 
an authorized provider of Mitsubishi Heavy 
Industry of America’s technical data, parts, flight 
manuals, and flight manual data.
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Installation Instructions for  
MU2 Monorail Sunvisor System    R1700000-001  
This is an FAA STC’d installation requiring a logbook entry upon completion.                            Doc: 9041-0170-001  

Date Approved 

D 3/28/2007 GH
 
Installing your Rosen Monorail Sunvisor System is easily performed and should take approximately 1 to 2 
hours. 
 
Please read these short instructions COMPLETELY before starting. 
 
Installation Hardware (included) 

 
Qty: (4)  AN526C832R14  #8-32 x 7/8” Screws 

(4)  AN960-C8L                    #8 Washers 
(6)  MS24693-C50       #8-32 x ½ Phillips Flat Head screws 
(2)  R1700105                      Chromed Plates 
(2)  PCS-1000-14STZO       E-clips 

 
1. Verify that the replacement placard represents the same information as the existing placards.  Install 

‘T’ placard at top of center windscreen post.  All original placards must be removed or covered by ‘T’ 
placard. 

 

 

2. Remove (2) stock Visors. 

3. Cover mounting location using (2) Chromed Plates P/N R1700105 provided.  Use (6) MS24693-C50 
(#8-32 x ½) Phillips Flat Head screws provided. 

4. Remove the following (4) existing trim mounting screws closest to the window: 
• (1) In the upper aft of the window molding on the pilot side. 
• (1) In the upper aft of the window molding on the copilot side.   
• (1) From just left of the center trim piece of the front windshield. 
• (1) From just right of the center trim piece of the front windshield. 
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5. Install Monorail using existing screws and the (4) AN960-C8L #8 washers that are provided.  Mount 
one of the forward screws first, then the opposite rear.  Finish with the remaining locations.  Use a 
long shank screwdriver to prevent damage to the monorail.  If stock fasteners are too short, use the 
provided AN526C832R14 screws. Ensure fasteners don’t contact aircraft structure or wiring.  Do not 
tighten the fasteners completely at this time. 

6. Center and align Monorail in cockpit. 

7. Tighten (4) mounting screws. 

8. Slide (2) white end caps onto the rail ends. 

9. Attach visors to rail with the thumb knob facing inboard when the visor is in the deployed position.  
After tensioning, install retaining e-clips PCS-1000-14STZ0 in the groove at the end of the thumb 
tension knob threads.  CAUTION: Do not remove the tension knob once the e-clip has been installed, 
the visor clamping blocks will separate completely and become non-functional. 

10. Verify that the Information on the placard is consistent with the placard information in your aircraft.  
Replace existing placard(s) with the single placard positioned so that from the flight position no 
information is compromised by the monorail installation. 

11. Installation is now complete. 

12. For continued airworthiness clean periodically with mild detergent and a soft cloth.  Your Rosen 
Sunvisor is not intended for use as a heat shield when parked on the ramp.  Always place the visor in 
the stow position during take-off and landing and when parked on the ramp. 

 

Continued Airworthiness Instructions: 

• (On the ground only) 

o Periodically clean the lenses with a soft cloth, mild soap and water or an approved 
aviation grade windscreen cleaner.  Do not use abrasives on the lens. 

o Periodically adjust the pivot tensions on the visor assemblies. 

• Updates to this continued airworthiness section are available on the Rosen Website. 
(www.rosenvisor.com)  

The most up to date version of this document is available on the Rosen Website. (www.rosenvisor.com)   

 

Airworthiness Limitations: 

The Airworthiness Limitations Section is FAA approved and specifies maintenance requires under 
§§43.16 and 91.403 of the Federal Aviation Regulations unless an alternative program has been FAA 
approved. 

There are no airworthiness limitations associated with this installation. 
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